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Category: Public Hearing Report Prepared by: Troy Fujimoto
Public Hearing: Yes: _X___ No:

Notices Mailed On:  5/1/03 Published On:  5/1/03 Posted On:  5/2/03/
TITLE: TIME EXTENSION FOR A PREVIOUSLY APPROVED §-

ZONE AND USE PERMIT NO., 1554 APPROVAL (P-TE2002-1)

Proposal: Request for a one-time 18-month time extension of a previously
approved S-Zone and Use Permit No. 1554 extension for a religious
facility at 91 Montague Expressway

Location: 91 Montague Expressway

APN: 086-34-023

RECOMMENDATION: Approval with Conditions

Applicant; Mohammad Farooq Rydhan, 2790 Everole Drive, San Jose, CA
95133

Property Owner Al-Hilaal Islamic Charitable Foundation, PO Box 610576, San Jose,
CA 95161

Previous Action(s): S-Zone, Temporary Use Permits, Environmental Documents and Use
Permits

General Plan Designation: Multi-Family Very High Density Residential

Present Zoning: Multi-Family Very High Density (R4-S)

Existing L.and Use: Vacant warehouse building and land

Agenda Sent To: Applicant & Owner (as noted above)

Attachments: Applicant’s letter requesting an extension, dated April 2, 2003,

Conditions of Approval for original Site and Architectural and Use
Permit approval. *
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BACKGROUND

In November 2001, the Planning Commission approved a religious facility (Site and
Architectural and Use Permit review) at 91 Montague Expressway. Since this time, the applicant
has been preparing building permit plans for the City and working with the County in regards to
access issues from Montague Expressway. The applicant has recently submitted for building
permits and has now applied for a time extension. In addition, since this time, the property was
rezoned from M-1 (light industrial) to R4 (Multi-Family Very High Density Residential) in the
Midtown area. The R4 district does not permit religious facilities (places of assembly),
However, the religious facility approval was granted prior to the zone change. If built, the
mosque would result in the creation of a new, legal non-conforming use.

The Planning Commission may grant no more than one extension not exceeding eighteen (18)
months. New conditions may be imposed on the extension of time for any permit,

Site Description

The 1.85-acre subject site is located near the northeast corner of S. Main Street and Montague
Expressway, in the City’s Midtown Specific Plan area. The current use of the site is a vacant
warehouse building and a temporary office and caretakers’ structure. Because the site once
contained a concrete facility, the site is covered with broken concrete debris and paved concrete
areas.

The site is in an established urban area with a mix of businesses including commercial, eating
establishments, automotive-related businesses, offices, industrial uses and professional services.
Adjacent land uses include a trucking facility to the west, industrial uses to the north, and
railroad tracks and research and development facilities/offices to the east. To the south is
Montague Expressway and industrial uses located in the City of San Jose.

, e

View looking north

PROJECT DESCRIPTION

The proposed project has not changed in scope since the previous approval in November 2001
and continues to be of a safe, compatible, and aesthetically harmonious designed project as
detailed below.
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Facility Operation

The proposed development consists of a 24,483 square foot mosque. The religious facility will
have classrooms, offices, library, kitchen and dining area, wudus (wash areas), dormitories,
caretakers’ residence, storage areas, and prayer areas for approximately 308 people.

The religious facility will be used on a daily basis, with prayers occurring fives times a day, from
the early morning (5:00 am) to late in the evening (10:30 pm). Most prayer sessions will have
approximately 15-20 people attending, the greatest demand will be on Friday afternoons where
there will be approximately 125 people in attendance. Hours of operation (for prayer) will be
from 5:00 am to 5:45 am, 1:00 pm to 2:00 pm, 6:15 pm to 6:30 pm, 8:00 pm to 8:30 pm and
from 10:00 pm to 10:30 pm. The mosque will also have food service facilities and will serve
food on special occasions for special events,

Site Layout

The building will be oriented to the front of the parcel (in the southeast corner), near Montague
Expressway. There will be a large landscaped area at the front and at the middle section of the
property. Parking will be on the west and northern portions of the property and there will be one
driveway entrance at the southwest corner of the property. As part of the site improvements, a
stdewalk will be located along the Montague Expressway frontage and a pedestrian path
connecting to the building.

a—

Parking

The Zoning Ordinance sets a minimum parking standard for religious facilities based on the
seating or occupancy of the sanctuary or main assembly area, That minimum standard is one
parking space per five (5) seats (or its equivalent). The capacity of the mosque prayer area is
calculated and shown on the plans (sheet A2.1) at 308 persons. Therefore, the minimum required
parking for this project is 61 spaces, based on 308 people in the two prayer areas. Total parking
provided on-site is 127 spaces (sheet 1).

Building Architecture and Materials

The project site is located in the Midtown area. The project incorporates design elements as
stated from the Midtown Plan design guidelines. The project consists of high quality design and
aesthetic standards for the building and associated landscaping, The building is located at the
front of the property (Chapter 8,5.B.1.a, building otientation) and parking is at the sides and rear
of the site (Chapter 8.3.a).

The 24,483 square foot rectangular-shaped building will have a flat roof with two painted, stucco
dome tops over the two main entrances. The main building entrance will be located on the
southern and western sides of the building, The building also has a 57-foot minaret/tower at the
southwest corner of the building. The building fagade features architectural elements that are
representative of an Islamic mosque. An architectural element of note is the dark green colored
dome over the entrance fronting Montague Expressway. The proposed mosque will use various
colors on the building exterior that are traditional of the Islam religion, including blue and green
accents on the building exterior,
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Landscaping and Lighting

Proposed landscaping includes a large open space at the front of the parcel (approximately 600
square feet) with a water fountain and trees. To help accentuate the entrance into the site, a row
of large palm trees and a row of magnolia trees are on either side of the driveway. Interspersed
throughout the project site are various shrubs and trees. At the center of the site is a large
infiltration area that will collect stormwater runoff, as well as provide space for additional
landscaping. The applicant also proposes to use decorative metal fencing along the front of the

property.
Proposed lighting includes decorative light poles located throughout the parking area. The
applicant has also proposed decorative light fixtures on the sides of the mosque building.

Storm Water Runoff Pollution

The applicant will incorporate BMP’s (Best Management Practices) into his site design to
minimize impacts resulting from increased surface water runoff. The BMP’s that will be used
include roofs and impervious areas draining to landscaped areas and the trash enclosure plumbed
to the sanitary sewer system. The applicant will grade the entire site to drain to the large
percolation areas at the middle of the site and at the front of the site. Having the runoff directed
to pervious areas will help to filter out pollutants and allow natural infiltration,

TIME EXTENSION REQUEST

Pursnant to Zoning Ordinance Section 64.04, the applicant is requesting a time e?c?e?lsion of the
previous S-Zone and Use Permit approval. As with any permit approval granted under the terms
of the zoning ordinance (such as Use Permit or S-Zone), a permit expires in eighteen (18) months
if not used or exercised. As defined in Section 64.04-2, a permit is “used” or “exercised” if the
applicant obtains a building permit and completes a foundation or dedicates any land or easement
as required from the zoning action or complies with all legal requirements necessary to

- commence the use, or obtains an occupancy permit, whichever is sooner.

The applicant has not “used” or “exercised” their permit as of yet. A dedication of land by the
previous owner occurred for a previous approval that was never built, The current approval had
the same condition places on it. However, the applicant for the current approval is still working
out issues with the County in regards to a deceleration lane on Montague Expressway and may
have to dedicate additional land. Because the current applicant has not the dedicated any land
(the dedication was done by the previous landowner for a previous project) and because there is a
possibility that the County may require the easement location to change, it was determined that
the condition has not been fully satisfied, and as such, the permit could not be considered
exercised.

Since their original approval, the applicant has taken the following actions to acquire building
permits and construct the building:

1. The applicant has recently hired a private project manager to guide the project through the
post Planning Commission approval process, including procurement of building permits.
This action has removed it from the responsibility of volunteers who may not have had the
time nor expertise to resolve project issues.
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2. The applicant has completed and submitted to the City for grading and drainage permits of
the site in anticipation of the construction of the building.

3. The applicant has met with City staff on multiple occasions to work out various outstanding
fire, building, engineering, and planning issues.

4. The applicant has met and tried to work with the County to resolve issues in regards to the
Montague Expressway widening project.

5. The applicant has recently submitted a full set of plans for building permits, including a soils
report and structural calculations.

Based on the applicant’s time and capital already invested in the project and because of actions
taken to complete the project indicating that they have been operating in good faith to exercise
their permit, staff is recommending a one-time 18-month time extension of his Use Permit and
Site and Architecture approval. This time extension will allow the applicant sufficient time to
obtain a building permit — at least one of the ways a use permit can be exercised.

RECOMMENDATION

Recommend approval of a one-time, 18-month time extension (to expire on November 14, 2004)
for Use Permit No. 1554 and the Site and Architecture Approval, subject to all previously
approved special conditions (attached).

FINDINGS _—

1. Although there has been a zone change for the site since the original approval, which would
not allow religious facilities, as conditioned, the project largely meets the Midtown Plan
Design Guidelines.

2. As conditioned, the layout of the site and design of the proposed religious facility are
compatible and aesthetically harmonious with surrounding development.

3. Atime extension can be granted due to the applicant’s actions and steps taken to acquire a
building permit, which demonstrates a good faith effort to exercise the S-Zone and Use
Permit applications.

4. The time extension is in compliance with the City of Milpitas Zoning Ordinance for permit
approvals.

SPECIAL CONDITIONS FROM THE PLANNING DIVISION (as originally approved,
including two new conditions):

1) This approval is for a one-time eighteen (18) month time extension (P-TE2003-2) for a
24,483 square foot mosque with 127 parking spaces and caretakers’ and dormitory units, all
in accordance with the plans approved on November 28, 2001. No signage is a part of this
approval. Any modification to the project as proposed will require an “S” Zone Approval
Amendment and/or Use Permit Amendment by the Planning Commission. Minor
modifications can be submitted to the Planning Division for review and approval by the
Planning Commission Subcommittee. (P)

2) The applicant shall comply with Planning Commission Resolution No. 168 (attachment), a
resolution of standard conditions for commercial development. (ltems 1,3,9,1 1-P)
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3)

4)

3)

6)

7

8)

9)

This use shall be conducted in compliance with all appropriate local, state and federal laws
and regulations, and in conformance with the approved plans. (P)

Within 60 days of Planning Commission approval, the applicant shall move the temporary
trailer to the rear of the site, behind the abandoned warehouse. The trailer shall be removed
from the site prior to any issuance of any occupancy. (P)

Prior to building permit issuance, the applicant shall submit to the Planning Subcommittee
for approval revised Architectural Elevations which shall incorporate the following: (P)

a. Recessed windows throughout the project at a minimum of twelve (12) inches, to provide
a more visually appealing structure,

b. Incorporate storm leaders from the roof into the exterior walls and not “attached” to the
outside of the building,

¢. Increase building parapet to as tall as the rooftop building equipment.

Prior to building permit issuance, the applicant shall submit to the Planning Commission
Subcommittee for approval of elevations and detail drawings of proposed lighting fixtures,
fencing, and landscaping. (P)

Applicant shall screen all ground utilities (backflow preventers) and necessary fire equipment
(as per Fire Department Standards). (P,E,F)

All rooftop-mounted equipment (HVAC, etc.) shall be screened from views by locating— .
behind a parapet wall or placed in the roof well. (P)

The trash/recycling enclosure shall comply with the requirements of City Council Resolution
No. 6296, “Guidelines for Recycling Enclosures.” (attachment). (Items 2,4-7,10-P)

10) During excavations if a contaminant is found in levels above the total threshold limit

concentration (TTLC), the developer shall cease excavation and contact the City Planning
staff. The developer shall implement a remediation and worker safety program, which has
been designed by a qualified specialist and approved by City staff. Additionally, if the
contaminated soils are kept on site, the developer shall record a disclosure statement with the
County Recorder’s Office, which has been approved by City staff, which includes a map
showing the final location of the soils and their level of contamination, (P, Mitigation
Measure No. 4)

11) The following measures shall be incorporated into project plans prior to issuance of any

building permits: (P)

a. To the extent feasible, minimize the amount of run-off that drains directly to the storm
sewer system, Possible solutions may include the following mitigation measures:

i. Directing stormwater run-off to landscaped areas for natural infiltration,

ii. Directing stormwater run-off to catch basins or holding areas to capture runoff and
allow to infiltrate into the soil

iii. Install fossil filters or alternative type of filter process to clean the stormwater run-off
prior to discharge.

b. Re-grade the site for runoff to drain to proposed landscaped areas.
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12) During final project design and construction; (P, Mitigation Measure No, 3)

a. To the extent feasible, design the project facilities to direct runoff into constructed

shallow swales to capture runoff and allow it to infiltrate into the soil, Incorporate design
concepts recommended in the Bay Area Stormwater Management Agencies Association’s
“Start at the Source” Design Guidance Manual for Stormwater Quality Protection
(BASMAA 1999);

Implement standard best management practices (BMPs) for the control of erosion during
the temporary stockpiling of excavated soils with fiber rolls and installing sand or gravel
bags to minimize runoff impacts to halt runoff from entering the storm drainage system;

Prior to building permit issuance, the applicant shall submit plans depicting non-
structural and structural post-construction BMPs for maximum feasible implementation
pursuant to the City of Milpitas Urban Runoff Management Program,

13) Prior to any construction all construetion equipment shall be equipped with mufflers or other
equivalent mitigation. The applicant will be required to demonstrate to the City that all
construction equipment used at the project will be properly equipped. (P, Mitigation Measure
No. 5)

14) During all construction activities on-site, the project applicant/developer shall adhere to the
following Best Management Practices as suggested by BAAQMD: (P, Mitigation Measure
No. 1)

a. Watering all exposed or disturbed soil surfaces, at least twice daily, as necessary to

i

eliminate visible dust plumes;

Cover all trucks hauling soil, sand and other loose materials or require all trucks to
maintain at least a 2 feet freeboard level within their truck beds;

Enclose, cover, water twice daily or apply (non-toxic) soil binders to exposed stockpiles
of debris, soil, sand, or other materials;

Suspension of all earthmoving or other dust-producing activities or equipment during
periods of high winds when watering cannot eliminate visible dust plumes;

Apply water 3 times daily or apply (non-toxic) soil binders on all unpaved access roads
parking areas and staging areas at construction sites;

Sweep daily (with water sweepers) all paved access roads, parking areas and staging areas
at construction sites;

Sweep streets daily with water sweeper if visible soil material is carried onto adjacent
public streets;

Hydroseed or apply (non-toxic) soil stabilizers to inactive construction areas (previously
graded areas inactive for 10 days or more),

Limit traffic speeds on unpaved areas to 5 mph.

15. Six months from issuance of a certificate of occupancy, this Use Permit No. 1554 shall be
reviewed by the Planning Commission to evaluate the issues of parking supply and rush hour
traffic conflicts. (P)
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16. If at the time of application for permit there is a project job account balance due to the City
for recovery of review fees, review of permits will not be initiated until the balance is paid in
full, (P, new)

17. If at the time of application for a certificate of occupancy there is a project job account
balance due to the City for recovery of review fees, a certificate of occupancy shall not be
issued until the balance is paid in full, (P, new)

SPECIAL CONDITIONS FROM THE ENGINEERING DIVISION (as originally
approved):

1. The issuance of building permits to implement this land use development will be suspended
if necessary to stay within (1) the available water supplies, or (2) the allocated capacity at the
San Jose/Santa Clara Water Pollution Control Plant, and will remain suspended until the
water capacity and/or the sewage capacity are available. No vested right to the issuance of a
Building Permit is acquired by the approval of this land development. The foregoing
provision is a mandatory regulatory condition to this approval. We do not anticipate any
capacity problems but cannot guarantee the necessary capacities for the development. (E)

2. The developer shall submit a grading plan and a drainage study prepared by a registered
Civil Engineer with the submittal of the construction plans to the Building Dept for plan
check. The drainage study shall analyze the existing and ultimate conditions and facilities,
The study shall be reviewed and approved by the City Engineer, The developer shall satisty
the conclusions and recommendaticfis of the approved drainage study prior to any building
permit issuance. (E)

3. All existing on-site public utilities shall be protected in place and if necessary relocated as
approved by the City Engineer. No permanent structure is permitted within City easements,

(E)

4. The developer shall not obstruct the noted sight distance areas as indicated on the City
standard drawing #405. Overall cumulative height of the grading, landscaping & signs as
determined by sight distance shall not exceed 2 feet when measured from street elevation, as
further shown on Engineering Services Exhibit "S" (dated 11/2/2001). (E)

5. Prior to building permit issuance, the developer shall deed to the County of Santa Clara
(Department of Roads and Airports) necessary right of way (fee title) for Montague
Expressway widening as shown Engineering Services Exhibit "S" (dated 11/2/01). The
negotiated and agreed upon cost of the right of way will be credited toward the payment of
required Traffic Impact Fee. If the cost of right of way is higher than the required Traffic
Impact fee, then the City will pay the difference. If the cost of right of way is less than the
required Traffic Impact fee, then the developer is required to pay the difference. A recorded
copy of the subject deed shall be submitted to Land Development Engineer for City’s record.

(E)

6. Prior to building permit issuance, improvement plans for all proposed work along Montague
Expressway shall be submitted to and approved by the Santa Clara County Road and Airport
Department. The developer is also required to obtain an encroachment permit from Santa
Clara County Road and Airport Department prior to any work within Montague Expressway
right-of-way. (E)
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7. No permanent structures shall be constructed in the areas designated as future right of way
for widening of Montague Expressway, as shown on the Engineering Services Exhibit “S”
(dated 11/2/01). This area shall be temporary landscaped and maintained by the developer
until such time the roadway is widened

8. Prior to building permit issuance, the developer shall dedicate a 10’ wide sidewalk and
Public Service Utility Easement (PSUE) along Montague Expressway, as further shown on
the Engineering Services Exhibit “S” (dated 11/2/2001).

9. The applicant shall comply with Planning Commission Resolution No, 168 (attachment), a
resolution of standard conditions for commercial development. (Items 2,4-8, 10, 12-17-E)

10. The trash/recycling enclosure shall comply with the requirements of City Council Resolution
No. 6296, “Guidelines for Recycling Enclosures.” (attachment). (Items 1,4,5 ,7,8,10-E)

(P) = Planning Division
(E) = Engineering

NOTES TO THE APPLICANT

The following notes pertain to administration of the City codes and ordinances that are not part
of the zoning ordinance regulations. The applicant shall not consider these notes as approval
from any Department. Additional requirements may be made prior (o permit issuance. These
notes are provided to assist in the permit process if approval is granted, —

Revised Building Division Notes (for further information regarding these notes, contact Veronica
Valenti, 408/586-3241)

1. Applicable codes shall be 2001 California Building Code, CPC, CMC, CEC, Energy
Efficiency Standards, and 2002 Milpitas Municipal Code.

2. A preliminary meeting is available for code questions. Please contact Senior Plan Check
~ Engineer, Keyvan Irarinejad for appointment at (408) 586 3244,

3. Roofing material shall be as per 2001 CBC, Table 15-A.
4. Required separation in buildings with mixed occupancy shall be as per 2001 CBC Table 3-B.

3. Auditoriums of group A2.1 occupancies shall be provided with exits on each side. Side exits
shall open directly to a public way or into an exit passageway leading to a public way in
compliance with 2001 CBC, section 1007.2.2. Openings into exit passageway shall be limited
to required exits as per 2001CBC Section 1005.3.4.4.

6. If children room is a day care it will be classified as E-3 per 2001 CBC section 305.1, The
occupant load shall be 35 per Table 10-A and two exits are required for more than 7
occupants.

7. An assistive-listening system shall be provided for persons with hearing impairment as per
2001 CBC, Sec. 1104B.2,

8. If this building requires an audible fire alarm system, visual alarms are also required for the
hearing impaired to be located in common use areas, toilet rooms, per 2001 CBC Sec.
1114B.2.4.

9. Elevator shall be accessible per 2001 CBC Section 1116.
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10.

11.
12.

13.

14.

15,

16.

.

18.

19.

20,

People with disabilities accessible parking shall be provided as per 2001 CBC, Section
1129.B.1 and Table 11 B-6. Accessible parking spaces shall be dispersed and located the
closest and in the safest way to the accessible entrances.

Accessible route of travel shall be provided to all entrances and ground floor exits, Also from
parking and from public street/bus stop to main entrance per 2001 CBC, Section 1127B.1.

Parking spaces shall be so located that persons with disabilities are not compelled to wheel or
walk behind parked cars other than their own per 2001 CBC, Section 1129B.4.3.

Accessibility signs shall be provided at every primary public entrance, at every major
junction along or leading to an accessible route of travel, and at building entrances that are
accessible per 2001 CBC, section 1127B.3.

All primary entrances and required exit doors shall be accessible to people with disabilities as
per 2001 CBC, Section 1114.B.1.3.

All sanitary facilities to be used for public-use and common use shall be fully accessible to
people with disabilities as per 2001 CBC, Section 1115B.2. The number of plumbing fixtures
shall be as per 2001 CBC appendix Chapter 29 Table A-29-A.

All new electrical services shall be underground per 2001 Milpitas Municipal Code Section
I-6-2.02,

The electrical service disconnecting means (electrical service) shall be installed at a readily
accessible location either outside of the building, or inside nearest the point of entrance of the
services conductors as per 2001 CEC, Article 110-26-(c ). It shall not be installed in
bathrooms,

A soil report shall be provided when applying for grading, site improvement and building
permit.

Proposed paving shall comply with the 2002 Milpitas Municipal Code section II-13-18, All
non-structural concrete flat work cement shall be as per 2002 Milpitas Municipal Code
section II-13-17.05.

An erosion control plan shall be submitted when applying for grading permit as per 2002
Milpitas Municipal Code,

Reyvised Fire Department Notes (for further information regarding these notes, contact Jaime
Garcia, 408/586-3369)

Please do not consider this as approval from the Fire Department. Additional requirements may
be made prior to permit issuance. These notes are provided to assist in the permit process.

1.

The 2001 triennial edition of the California Code of Regulations, Title 24 (California
Building Standards Code) applies to all occupancies that apply for a building permit on or
after November 1, 2002, and remains in effect until the effective date of the 2004 triennial
edition.

Submitted drawings are not reviewed nor approved for fire permits and construction, These
notes are provided to assist with the Fire Department permit process,
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3.

10.

11,

12.

13.

14.

Fire protection, including fire apparatus access roads and water supplies for fire protection
(hydrants) shall be installed and made serviceable prior to and during the time of
construction. Section 901.3, California Fire Code (CFC)

Fire safety during construction, alteration or demolition of the building shall meet the
requirements of Article 87, California Fire Code (CFC).

Adjacent Access, No source of access from lands adjoining a property to be developed shall
be considered unless there is obtained the irrevocable and unobstructed right to use same.
CFC Section 902.2.1.2 amended by Milpitas Municipal Code V-300-2.01

Fire apparatus access road(s) shall not be obstructed in any manner and shall be maintained at
all times. Fire Code 902.2.4

Dead-end fire apparatus access roads in excess of 150 feet in length shall be provided with
approved provisions for the turning around of fire apparatus. The Fire Department requires
that all turn around for fire apparatus shall be capable of providing the ability to turn around
apparatus with an overall length of 50 feet, with an outside turning radius of 46 feet and an
inside turning radius of 20 feet. All turn-around areas shall be dimensioned and detailed.

For building permit, the site plan shall show all designated fire apparatus access road(s) and
shall show dimensions. Layout and dimensions are also required for fire apparatus turn
radius (exterior and interior).

An approved water supply capabl of supplying the required fire flow for fire protection shall
be provided. Appendix III-A shall be used as the basis for determining Fire Flow, Section
903.2, 903.3, CFC,

Existing fire hydrants on public streets are allowed to be considered as available. Existing
hydrants on adjacent properties shall not be considered available unless fire apparatus access
roads extend between properties and easements are established to prevent obstruction of
such roads. Appendix II-B, Section 4, CFC,

No parking is permitted in front of fire hydrants. Hydrants located on street (public street)
shall have an unobstructed clearance of not less than 30 feet per Vehicle Code 22513,
California Fire Code Section 901.4.3. Fire hydrants shall be clearly identified in an
approved manner to prevent obstruction by parking and other obstructions. 901.4.3, 903.4.2
CFC. '

The location and quantify of hydrants located on the street (public street) and/or on site will
be determined by the Fire department. Sections 903.4.2, 1001.9, 1001.10 CFC.

Portable fire extinguishers shall be installed in occupancies and locations as set forth in the
code, California Code of Regulations Title 19, Division 1, and Chapters 1 and 3 and as
required by the Milpitas Fire Chief. Section 1002.1 CFC,

An automatic fire-extinguishing (sprinkler) system shall be installed throughout this building
(required in all buildings hereafter constructed three or more stories, or 35 feet in height, or
10,000 square feet or more in area or having a Fite Flow of greater than 2,000 gallons per
minute. Appendix III-A shall be used as the basis for determining Fire Flow). UFC Section
1003.2.2 added by Milpitas Municipal Code Section V-300-2.32.
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15.

16.

17.

18.

19,
20.
21.

22.

23,

24.

25.

An automatic fire-extinguishing (sprinkler) system shall be installed throughout all buildings
containing a Group E, Division 1 occupancy. Section 1003.2.4.1, California Fire Code.

Fire Department connection through which the Fire Department can pump water in the
sprinkler system shall not be attached to the building and shall be located as near as
practicable to a public fire hydrant, The new point of connection shall be at the direction of
the Fire Department. CFC Section 1003.1.1.2, amended by Milpitas Municipal Code
Section V-300-2.01.

A ventilating hood and duct fire extinguishing system shall be provided in accordance with
the Mechanica! Code for commercial-type food heat-processing equipment that produces
grease-laden vapors, Section 1005, CFC.

A fire extinguisher listed and labeled for Class K fires shall be installed within 30 feet of
commercial food heat-processing equipment, as measured along an unobstructed path of
travel, in accordance with California Code of Regulations, Title 19, Division 1, Chapter 3.
Section 1005.2.7, CFC,

A supervised automatic fire sprinkler system is required. UFC Section 1003.3.1,
An approved audible sprinkler flow alarm shall be provided. UFC Section 1003.3.2,

Group A, Division 2.1 Occupancies shall be provided with a manual fire alarm system, UFC
Section 1007.2.2.1. Design, installation and maintenance shall be in accordance with the
UFC Section 1007.3 and other nationally recognized standards.

Group E Occupancies shall be provided with fire alarm systems in accordance with Section
1006.2.4. Group E, Division 1 Occupancies having an occupant load of 50 or more shall be
provided with an approved manual fire alarm system. When automatic sprinkler systems or
smoke detectors provided in accordance with Section 1006.2.4.2 are installed, such systems
or detectors shall be connected to the building fire alarm system and the building fire alarm
system shall be both automatic and manuat, Section 1006.2.4.1, CFC,

The use of candles and other open-flame decorative devices in places of assembly and
drinking or dining establishments shall be in accordance with Section 1109.8, CFC.

Drapes, hangings, curtains, drops, and other decorative material, including Christmas trees,
that would tend to increase the fire and panic hazard, shall be made from material which is

not flammable material or shall be treated and maintained in a flame-retardant condition by
means of flame-retardant solution or a process approved by the chief. Section 2501.5 CFC.

When required by the Chief, a plan indicating the seating arrangement, location and width of
exit ways and aisles shall be submitted for approval, and an approved copy of the plan shall
be kept on display on the premises. Sec, 2501.14 CFC.

26. Buildings or portions of buildings classed in Group A Occupancy, shall be limited to the

27.

types of construction set for in Table 5-B, and shall not exceed in area or height the limits
specified in Sections 504, 505 and 506. California Building Code Section 303.2.1

A building housing Group A and E Occupancies shall front directly on a public street or an
exit discharge not less than 20 feet in width. The exit discharge to the public street shall be a
minimum 20-feet-wide right-of-way, unobstructed and maintained only as access to the
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public street. Provide a clean and unobstructed 20 feet wide exit discharge from the main
entrance to the public street, California Building Code Sections 303.3, 305.3.

28. Aisles shall be provided from all occupied portions of the exit access which contain seats,
tables, furnishings, displays and similar fixtures or equipment. Aisles located within the
accessible route of travel shall also comply with the Building Code requirements. Section
1204.1, CEC.

29. Exit doors shall swing in the direction of exit travel when serving any hazardous area or
when serving an occupant load of 50 or more, Section 1207.2 CFC.

30. Exit doors shall be openable from the inside without the use of a key or any special
knowledge or effort. Section 1207.3, CFC.

31. Obstructions, including storage, shall not be placed in the required width of a means of
egress, except projections as allowed by the Building Code. Means of egress shall not be
obstructed in any manner and shall remain free of any material or matter where its presence
would obstruct or render the means of egress-hazardous. Section 1203, California Fire Code.

32. When required, the path of exit travel to and within exits in a building shall be identified by
exit signs conforming to the requirements of the Building Code. Section 1212.2, California
Fire Code.

33. The maximum flame-spread class of finish materials used on interior walls and ceilings shall
be per Section 804.1, California Building Code.

34. No approval is granted under this review for use or handling of hazardous materials.

35. Combustible rubbish kept or accumulated within or adjacent to a building shall be stored in
approved containers or in rooms or vaults constructed of noncombustible materials, Section
1001.3, California Fire Code (CFQC),

36. Dumpsters and containers of rubbish with an individual capacity of 1.5 cubic yards (40.5
cubic feet) or more shall not be stored or placed within 5 feet of combustible walls, openings
or combustible roof eaves unless protected by an approved sprinkler system. Section
1103.2.2, CFC.

37. Complete plans and specifications for all aspects of Fire-Protection systems shall be
submitted to the Fire Department for review and approval prior to system installation.
Section 901.2.2 and 1001.3, California Fire Code.



In the name of Allah, the Most Beneficent, the Most Merciful
AL-IILAAL ISLAMIC CHARITABLE FOUNDATION
P.O), Box 610576, San Jose, CA 95161-0576

Dar-us-Salaam Islamic Center
90 Dempsey Road, Milpitas 95035

(408) 719-9010
April 2, 2003 :

Chairperson Paul Hay,
Planning Commission
City of Milpitas,

455 E. Calaveras Blvd,,
Milpitas, CA 95035

M. Chairman,

The Planning Commission City of Milpitas approved the project for construction of new Mosque
at 91 Montague Expressway in November 2001. The American Muslim community of Milpitas is
highly appreciative of this and we are working towards building a beautiful Mosque at this site
keeping in view the Midtown Plan.

On receipt of approval letter, we made concerted efforts to resolve important conditions
mentioned in the above approval letter, Our architect and the project coordinator met the officials
of the Planning department, the Building department and the Fire department twice to comply
with their observation of fire rating in different portion of the Mosque and increasing the height
of parapet o obstruct the view of mechanical equipment on roof top of second floor. We
resolved both issues by making some changes inside the Mosque and increasing the parapet
height, The officials of Planning Department, Building department and Fire department, Okayed
the revised drawings.

We have engaged experienced qualified Architectural, Structural, Electrical and Mechanical
Engineers for preparing detailed design and construction drawings for the new Mosque, The
work involved has been voluminous and it has taken some time to complete.

There were also observations by County of Santa Clara Roads and Airport department and some
of these have been complied by the Architect, Some of the issues dealing with storm drainage and
future Montague expansion are still outstanding. These involve technical and financial
implications and we are trying to resolve them as early as possible. We have recently engaged Mr,
Muhieddine Maaz of QSED Inc. to provide management and much needed focus to our project.
Mr. Maaz and the civil engineering firm of The Culver Engineering Group are working with the
County to resolve the remaining issues with them,

In November 2002, we submitted an application for Grading and Drainage permit. We promptly
received the comments and feedback from various departments of the City. We are currently
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working to incorporate these in our drawings and resubmit them as soon as the issues of storm
drain and future Montague expansion are resolved with the County.

Meanwhile we are facing the May 28" deadline for the expiration of the Planning Commission’s
approval for our project. We were under the impression that the dedlcatlon of land and the
easements for the PSUE would suffice as an “exercise and use” of the approval, as this condition
was already satisfied. However, the planning staff has informed us that the issues outstanding with
County needs to be resolved before this would be considered,

We are hereby asking the Planning Commission to grant us an extension to the approval of the
“S” Zone permit. We assure you that we are very serious about building our Mosque at this
location. In the next few months we are going to begin the serious construction phase of our
project as soon as we get the appropriate permits from the building department. In addition to the
application for the drainage and grading permit, which was submitted in November 2002, we are
submitting the application for the building permit this week, With this application we are
submitting all the required drawings including Architectural, Structural, Civil, Electrical,
Mechanical, Plumbing, Landscape, as well as soil reports, structural calculations and Title 24
report. In the next few months we plan to exercise and use the “S” Zone approval by grading our
site, put the foundation, and raise the sttucture of the Mosque. I assure that we have the necessary
funds in our possession to accomplish this,

Thanking you in anticipation, , -
S ;f L Sl
/t’él S - W C//yf
Mohammad Farooq Rydhan

President, Al-Hilaal Islamic Charitable Foundation.



November 30, 2001

Mohammad Farooq Rydhan APPROVAL FOR “S” ZONE APPLICATION,
(Al-Hilal Islamic Charitable Foundation) USE PERMIT NO. 1554 AND EIA NO, 747
2790 Eversole Drive A request to construct a 24,483 square foot mosque.
San Jose, CA 95133 91 Montague Expressway

Dear Mr. Rydhan:

The above referenced project was reviewed and approved by the Milpitas Planning Commission at its meeting of
November 28, 2001. Enclosed for your information is a copy of the approved “Special Conditions/Notes to
Applicant” for the project. Please read the conditions and notes carefully. Unless otherwise specified, these
items must be resolved prior to building permit issuance for your project,

The next step in the process is to submit working drawings or construction plans to the Building Division for plan
checking. Please contact that Division (586-3240) for further information. Listed below are the names and phone
numbers of others involved in the building permit process. It is to your advantage to contact those persons in order
to see what material(s), if any, they will need regarding your application. This could expedite the permit processing.

Building Division: Veronica Valenti - 586-3241; Engineering Division: Robert Wang - 586-3327;
Fire Department: Tim Rapella - 586-3369

Expiration of permit or approvals:

Unless the approval is used or exercised, it will expire, without notice to you, eighteen (18) months after the date of
approval, or by May 28, 2003. For the purpose of approval, an approval is "used" or "exercised” if the applicant
obtains a building permit and completes a foundation, or dedicates any land or easement as required from the
zoning action, or complies with all legal requirements necessary to commence the use, or obtains an occupancy
permit, whichever is sooner.

A one-time 18-month time extension may be granted by the Planning Commission. It is valid only if approved .
before the pending expiration date. New conditions may be imposed on your permit through the review process for
your extension of time for any permit. To obtain a time-extension, you must submit a request with appropriate fees
to the Planning Division no later than March 28, 2003 to be scheduled for the Planning Commission meeting of
May 28, 2003.

If you have any questions pertaining to this matter, please give me a call at (408) 586-3287. Thank you for
participating in the City's planning review process.

Sincerely,

Troy Fujimoto
Assistant Planner

enc:  Approved Special Conditions/Notes to Applicant



91 Montague Expressway Approved Special Conditions—Page 2 of 2

APPROVED SPECIAL CONDITIONS

APPROVAL FOR “§8” ZONE APPLICATION, USE PERMIT NO. 1554 AND EIA NO, 747
A request to construct a 24,483 square foot mosque.
91 Montague Expressway, Milpitas, CA 95035

Planning Conimission Approval: November 28, 2001

SPECIAL CONDITIONS FROM THE PLANNING DIVISION:

1) This approval is for the construction of a 24,483 square foot mosque with 127 parking spaces, caretakers and
dormitory units, all in accordance with the plans approved on November 28, 2001. No signage is a part of
this approval. Any modification to the project as proposed will require an “S” Zone Approval Amendment
and/or Use Permit Amendment by the Planning Commission. Minor modifications can be submitted to the
Planning Division for review and approval by the Planning Commission Subcommittee. (P)

2) The applicant shall comply with Planning Commission Resolution No. 168 (attachient), a resolution of
standard conditions for commercial development. (Items 1,3,9,11-P)

3) This use shall be conducted in compliance with all appropriate local, state and federal laws and regulations,
and in conformance with the approved plans. (P)

4) Within 60 days of Planning Commission approval, the applicant shall move the temporary trailer to the rear
of the site, behind the abandoned watrehouse. The trailer shall be removed from the site prior to any issuance
of any occupancy. (P)

5) Prior to building permit issuance, the applicant shall submit to the Planning Subcommittee for approval
revised Architectural Elevations which shall incorporate the following: (P)

a. Recessed windows throughout the project at a minimum of twelve (12) inches, to provide a more visually
appealing structure.

b. Incorporate storm leaders from the roof into the exterior walls and not “attached” to the outside of the
building,

¢. Increase building parapet to as tall as the rooftop building equipment.

6) Prior to building permit issuance, the applicant shall submit to the Planning Commission Subcommittee for
approval of elevations and detail drawings of proposed lighting fixtures, fencing, and landscaping. (P)

7) Applicant shall screen all ground utilities (backflow preventers) and necessary fire equipment (as per Fire
Department Standards). (P,E,F)

8) All rooftop mounted equipment (HVAC, etc.) shall be screened from views by locating behind a parapet wall
or placed in the roof well. (P)

9) The trash/recycling enclosure shall comply with the requirements of City Council Resolution No. 6296,
“Guidelines for Recycling Enclosures.” (attachment). (Items 2,4-7,10-P)

10) During excavations if a contaminant is found in levels above the total threshold limit concentration (TTLC),
the developer shall cease excavation and contact the City Planning staff. The developer shall implement a
remediation and worker safety program, which has been designed by a qualified specialist and approved by
City staff. Additionally, if the contaminated soils are kept on site, the developer shall record a disclosure
statement with the County Recorder’s Office which has been approved by City staff, which includes a map
showing the final location of the soils and their level of contamination. (P, Mitigation Measure No. 4}



91 Montague Expressway Approved Special Conditions—Page 3 of 3

11) The following measures shall be incorporated into project plans prior to issuance of any building permits: (P)

a. To the extent feasible, minimize the amount of run-off that drains directly to the storm sewer system.
Possible solutions may include the following mitigation measures:

i. Directing stormwater run-off to landscaped areas for natural infiltration,

ii. Directing stormwater run-off to catch basins or holding areas to capture runoff and allow to infiltrate
into the soil

iii. Install fossil filters or alternative type of filter process to clean the stormwater run-off prior to
discharge.

b. Re-grade the site for runoff to drain to proposed landscaped areas.
12) During final project design and construction: (P, Mitigation Measure No. 3)

a. To the extent feasible, design the project facilities to direct runoff into constructed shallow swales to
capture runoff and allow it to infiltrate into the soil. Incorporate design concepts recommended in the
Bay Area Stormwater Management Agencies Association’s “Start at the Source” Design Guidance
Manual for Stormwater Quality Protection (BASMAA 1999);

b. Implement standard best management practices (BMPs) for the control of erosion during the temporary
stockpiling of excavated soils with fiber rolls and installing sand or gravel bags to minimize runoff
impacts to halt runoff from entering the storm drainage system;

¢. Prior to building permit issuance, the applicant shall submit plans depicting non-structural and structural
post-construction BMPs for maximum feasible implementation pursuant to the City of Milpitas Urban
Runoff Management Program.

13) Prior to any construction all construction equipment shall be equipped with mufflers or other equivalent
mitigation. The applicant will be required to demonstrate to the City that all construction equipment used at
the project will be properly equipped. (P, Mitigation Measure No. 5)

14) During all construction activities on-site, the project applicant/developer shall adhere to the following Best
Management Practices as suggested by BAAQMD: (P, Mitigation Measure No. 1)

a. Watering all exposed or disturbed soil surfaces, at least twice daily, as necessary to eliminate visible dust
plumes;

b. Cover all trucks hauling soil, sand and other loose materials or require all trucks to maintain at least a 2
feet freeboard level within their truck beds;

¢. Enclose, cover, water twice daily or apply (non-toxic) soil binders to exposed stockpiles of debtis, soil,
sand, or other materials;

d. Suspension of all earthmoving or other dust-producing activities or equipment during periods of high
winds when watering cannot eliminate visible dust plumes;

e. Apply water 3 times daily or apply (non-toxic) soil binders on all unpaved access roads parking areas and
staging areas at construction sites;

f- Sweep daily (with water sweepers) all paved access roads, parking areas and staging areas at construction
sites;

g. Sweep streets daily with water sweeper if visible soil material is carried onto adjacent public streets;
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h. Hydroseed or apply (non-toxic) soil stabilizers to inactive construction areas (previously graded areas
inactive for 10 days or more).

i. Limit traffic speeds on unpaved areas to 5 mph,

15. Six months from issuance of a certificate of occupancy, this Use Permit No. 1554 shall be reviewed by the
Planning Commission to evaluate the issues of parking supply and rush hour traffic conflicts. (P)

SPECIAL CONDITIONS FROM THE ENGINEERING DIVISION:

1. The issuance of building permits to implement this land use development will be suspended if necessary to
stay within (1) the available water supplies, or (2) the allocated capacity at the San Jose/Santa Clara Water
Pollution Control Plant, and will remain suspended until the water capacity and/or the sewage capacity are
available, No vested right to the issuance of a Building Permit is acquired by the approval of this land
development. The foregoing provision is a mandatory regulatory condition to this approval. We do not
anticipate any capacity problems but cannot guarantee the necessary capacities for the development. (E)

2. The developer shall submit a grading plan and a drainage study prepared by a registered Civil Engineer with
the submittal of the construction plans to the Building Dept for plan check. The drainage study shall analyze
the existing and ultimate conditions and facilities. The study shall be reviewed and approved by the City
Engmcer The developer shall satisfy the conclusions and recommendations of the approved drainage study
prior to any building permit issuance. (E)

—r

3. All existing on-site public utilities shall be protected in place and if necessary relocated as approved by the
City Engineer. No permanent structure is permitted within City easements, (E)

4. The developer shall not obstruct the noted sight distance areas as indicated on the City standard drawing
#405. Overall cumulative height of the grading, landscaping & signs as determined by sight distance shall
not exceed 2 feet when measured from street elevation, as further shown on Engineering Services Exhibit
"S" (dated 11/2/2001). (E)

5. Prior to building permit issuance, the developer shall deed to the County of Santa Clara (Department of
Roads and Airports) necessary right of way (fee title) for Montague Expressway widening as shown
Engineering Services Exhibit "S" (dated 11/2/01). The negotiated and agreed upon cost of the right of way
will be credited toward the payment of required Traffic Impact Fee. If the cost of right of way is higher than
the required Traffic Impact fee, then the City will pay the difference. If the cost of right of way is less than
the required Traffic Impact fee, then the developer is required to pay the difference. A recorded copy of the
subject deed shall be submitted to Land Development Engineer for City's record, (E)

6. Prior to building permit issuance, improvement plans for all proposed work along Montague Expressway
shall be submitted to and approved by the Santa Clara County Road and Airport Department. The developer
is also required to obtain an encroachment permit from Santa Clara County Road and Airport Department
prior to any work within Montague Expressway right-of-way, (E}

7. No permanent structures shall be constructed in the areas designated as future right of way for widening of
Montague Expressway, as shown on the Engineering Services Exhibit “S” (dated 11/2/01). This area shall
be temporary landscaped and maintained by the developer until such time the roadway is widened

8. Prior to building permit issuance, the developer shall dedicate a 10’ wide sidewalk and Public Service
Utility Easement (PSUE) along Montague Expressway, as further shown on the Engineering Services
Exhibit “S” (dated 11/2/2001).

9. The applicant shall comply with Planning Commission Resolution No, 168 (attachment), a resolution of
standard conditions for commercial development. (Ttems 2,4-8, 10, 12-17-E)
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10. The trash/recycling enclosure shall comply with the requirements of City Council Resolution No. 6296,
“Guidelines for Recycling Enclosures.” (attgchment). (tems 1,4,5,7,8,10-E)
(P) = Planning Division

(E) = Engineering

NOTES TO THE APPLICANT

The following notes pertain to administration of the City codes and ordinances that are not part of the Zoning
Ordinance regulations. Do not consider these notes as approval from any Department. Additional requirements
may be made prior to permit issuance. These notes are provided to assist in the permit process if approval is
granted.

Planning Division (for further information regarding these notes, contact Troy Fujimoto, 408/586-3287):
1. All plans submitted for Building Permits must provide a list of the project’s Conditions of Approval.

Engineering Division (It is anticipated that the following will apply to subsequent actions regarding this property,
please contact Jeffery Leung at 408/586-3326 for further information):

1. It is the responsibility of the developer to obtain any necessary encroachment permits from affected agencies,
including but not limited to, Pacific Gas and Electric, Pac Bell, AT&T Cable, Southern Pacific Railroad,  ——
Santa Clara County (Road and Airports Department), and City of Milpitas Public Facilities/Engineering
Division. Copies of approvals or permits from other agencies must be submitted to the City of Milpitas
Engineering Division.

2. The developer shall submit the following items with the building permit application and pay the related fees
prior to building permit issuance:
a, Water Service Agreement(s) for water meter(s) and detector check(s).

b. Sewer Needs Questionnaire and/or Industrial Waste Questionnaire.
Contact the Land Development Section of the Engineering Division at (408) 586-3329 to obtain the form(s).

3. If the existing services (water, sewer and storm) are not adequately sized to serve this additional
development, plans showing new services must be submitted and approved prior to building permit issuance.

4. Prior to building permit issuance, the developer must pay all applicable development fees, including but not
limited to, plan check and inspection deposit.

5. In accordance with Chapter 5, Title VIII {Ord. 238) of Milpitas Municipal Code, for new and/or rehabilitated
landscaping of 2500 square feet or larger, the developer shall:

a. Provide separate water meters for domestic water service & irrigation service. Developer is also
encouraged to provide separate domestic meters for each tenant,

b. Comply with all requirements of the City of Milpitas Water Efficient Ordinance (Ord. No 238). Two sets
of landscape documentation package shall be submitted by the developer or the landscape architect to the
Building Division with the building permit plan check package. Approval from the Land Development
Section of the Engineering Division is required prior to building permit issuance, and submittal of the
Certificate of Substantial Completion is required prior to final occupancy inspection,

Contact the Land Development Section of the Engineering Division at (408) 586-3329 for information on the
submittal requirements and approval process.
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The developer shall call Underground Service Alert (U.S.A.) at (800) 642-2444, 48 hrs prior to construction
for location of utilities.

The Flood Insurance Rate Map (FIRM) issued by the Federal Emergency Management Agency (FEMA)
under the National Flood Insurance Program shows this site to be in Flood Zone "X", No special flood
requirements are necessitated.

Per Chapter 200, Title V of Milpitas Municipal Code (Ord. No. 48.7} solid waste enclosures shall be
designed to limit the accidental discharge of any material to the storm drain system. The storm drain inlets
shall be located away from the trash enclosures (a minimum of 25 feet). This is intended to prevent the
discharge of pollutants from entering the storm drain system, and help with compliance with the City's
existing National Pollution Discharge Elimination System (NPDES) Municipal permit. In addition, the trash
enclosure shall include a connection to the sanitary sewer service and minimum dimensions as stated on
figure 2, front load service enclosure by Solid Waste.

The developer shall make changes as noted on Engineering Services Exhibit "S"(dated 11/2/2001) and submit
four sets of civil engineering drawings showing all proposed utilities and required documents to the Land
Development Engineer for plan check of the construction plans for building permit.

Building Division: (For further information regarding these notes, contact Veronica Valenti, 408/586-3241):

1,

10.

11.

Preliminary meeting is available for code questions, Please contact Senior Plan Check Engineer, Keyvan
Nejad for appoirftment at (408) 586 3244.

Applicable codes shall be 1997 UBC, UPC, UMC, 1996 NEC, 1999 Energy Efficiency Standards, California
Building Code and 1999 Milpitas Municipal Code.

Roofing material shall be as per 1997 UBC, Table 15-A.

Occupant load factor for assembly shall be I occupant per 7 sq. ft. as per 1997 UBC, Table 10-A. Men prayer
area will be considered Group A Division 2.1 and women prayer area will be Group A3 as per 1997 UBC,
section 303.1 '

Three separate exits are required from Men prayer area and two separate exits are required from women
prayer area as per 1997 UBC, Sec 1004.2.3.2.

In the assembly occupancy doors shall swing in the direction of exit as per 1997 UBC, Sec, 1003.3.1.5. Exit
doors from assembly occupancy shall be provided with panic hardware as per Sec. 1007.2.5 and exit signs as
per Sec. 1003.4.3.

Occupancy separation walls for mixed occupancies shall be as per 1997 UBC, Table 3-B,

Aunditoriums of group A2.1 occupancies shall be provided with exits on each side. Side exits shall open
directly to a public way, into an exit or exit discharge leading to a public way in compliance with 1997 UBC,
section 1007.2.2.

Any new paving shall comply with the Milpitas Municipal Code and any new flat concrete work shall be as
per Milpitas Municipal Code.

An assistive-listening system shall be provided for persons with hearing impairment as per CBC 1998, Sec.
1104B.2

One in every eight accessible parking spaces shall be “ Van accessible “, but not less than one as per sec.
1129 B.4.2.



12,

13.

14,
15.
16.
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Accessibility signs shall be provided at every primary public entrance, at every major junction along or
leading to an accessible route of travel and at building entrance that are accessible as per CBC 1998, section
1127B.3.

All primary entrances and required exit doors shall be accessible to people with disabilities as per 1998 CBC,
section 1114.B.1.3.

All sanitary facilities shall be fully accessible to people with disabilities as per 1998 CBC, section 1115B.
Accessible route of travel shall be provided from the street/bus stop to entrances and required exits.
Erosion control plan shall be submitted when applying for grading permit as per Municipal Code II-13-10.01.

Fire Department: (For further information regarding these notes, contact Tim Rapella, 408/586-3369):

1.

Portable fire extinguishers shall be installed in occupancies and locations as set forth in Uniform
Fire Code Standard No, 10-1 and as required by the Chief, prior to building permit final.

A permit shall be obtained from the Fire Department prior to engaging in any activity, operation,
practice or function requiring a permit under Article 4 of the Uniform Fire Code.

A hood and duct fire extinguishing system shall be provided in accordance with the Mechanical
Code for commercial-type food heat-processing equipment that produces grease-laden vapors.

An approved manual fire alarm system shall be providedin Group A, Division 1, 2 and 2.1
Occupancies.

Drapes, hangings, curtains, drops, and other decorative material, including Christmas trees, that
would tend to increase the fire and panic hazard, shall be made from material which is not
flammable material or shall be treated and maintained in a flame-retardant condition by means of
flame-retardant solution or a process approved by the chief.

When required by the Chief, a plan indicating the seating arrangement, location and width of exit
ways and aisles in places of assembly shall be submitted for approval, and an approved copy of the
plan shall be kept on display on the premises.

A separate permit is required from the Fire Department to operate a place of assembly.

Distribution:

Applicant & Owner

Tim Rapella, Fire Dept.

Keyvan Nejad, Building Div.
Robert Wang, Land Dev., Eng. Div.
Joe Oliva, Trans., Planning Div.
Mike McNeely, City Eng., Eng. Div,
Neill Boitnott, Building Inspection
Carol Randisi, Pubiic Works Div.
Joyce Grande, Finance

File
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TRADE ZONE BLVE.

PROJECT SITE

ISSUED FOR PLANNING REVIEW,

91 MONTAGUE EXPRESSWAY, MILPITAS,

CA 950

OCTOBER 10, 2001

AL—-HILAAL ISLAMIC CHARITABLE FOUNDATION
MASJID DAR-US—SALAAM

35

Ghulam Azad A.L.A.

ARCHITECTURE INTERIOR DESIGN

12264 TITUS AVE
E—mai:: gozad@sbeglobal.net

SARATOGA, CA 93070 (40B)873-4855
FAX 408 253 1530

DATE:

JOB NO.

SCALE:

ACAD FILENAME:

SHEET:

A-0

VICINITY MAP

SITE MAF

FROJECT ADDRESS:

91 MONTAGUE E/PRESSWAY
HLPITAS, CALIFORNIA

SITE_DATA:

SITE AREA 78127 5 18 ACRES
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MIXED OCCUPANCY INFORMATION
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BASC ALLOWABLE AREA OTAL PROPOSED AREA,
OCCURANCY § TOTAL AREA/OCCUP. | 42 iAo SPRINKLERED)] ALLOWABE AREA | occomner mano
ST FIR| 4,204 SF | 10,500 X2 = 4200 SF
A1 2t PR - 21,000 & 71 000 SF =0 200 - !
ST FLR) 2384 SF | 10,500 X2 = 2364 SF |
A3 2N FiR| - 21,000 SF Svoon 0114 -
ST FLR| 7732 SF | 14.000 X2— 1030 SF
8 buo FiR| 4.198 sF | 28.000 SF 28000 5F %6 -
bst Fr| - 15730 x2= swr e -
e END FIR| 5.197 SF | 31430 SF sraoe 01855
R3 st FLR | NONE UNLIMITED -
NDFIR| 2056 S
QUL ARER] 14,313 SF| _
0T aRet] 10,170 |
TotaL 24,483 5F | — - 0.200+0.114+0.426:+0.1665 "
BUNDING =0.9055<1 1S 0K
BUILDING OCCUPANTS LOAD
CEC 1998 TABLE Na. 10—A ( FOR EXITING ANALYSIS ONLY)
use ! ooeup AT LoAD s £XITS | EXTTS EXT WDTH| EXT WDTH
STy ion | MNETS ) B | REDMED" | EALAED
[HEN —
P;AVER AREA| 4020/7 7 3 4 96 F 2T
574 PERSONS UBC 1004 23.4
g |VOMEN
& |praven anzal 105577 H 2 H 3FT 12 77
= 153 PERSONS
2 [oewe
0w 128015 15 2 2 Ea 12
85 PERSONS
eV
lkoou 9®81/15 15 2 2 Flad Tz Ft
65.4 PERSOMS
£ |orass roous | 4607/2¢
& 230 ™ z 2 3FT 6T
I
% lDCRMITRY ) B
b 550/50 = 2 2 EHa 57T
“ 12 PERSINS
ovERALL
BulLone 24483 & - - - - 4571

BUILDING EXTERIOR WALLS AND OPENINGS PROTECTION

CBC 1998 TABLE No.5A CONSTRUCTION TYPE V-1

GCLUPANGY BPOUP

DESCRIFTON OF OCCUPANCY FIPE RESISTANCE

OF EFTEFIDR WeL

CPEMIGCS.
N EXTERICR WALS

/27 SOUTH EXTERIOR ELEVATION

WD CLURANCH
FIRST PRAYER HALLS, DINING ROON
AN A-3
7LOOR AR
GENERAL SUPPQRT AREAS.
st BORMITORY, CLASSRODNS
foor |3 ERUPS | S QUARTER TGLET FOONS
CGEHERAL SUPPORT ARLAS.

NORTH, YEST AD

EAST EXTERIOR VALL IS
MEETING ROOM, TOLET/WASH ROCMS [ 5 FT MIN FROW. PROFERTY
LINE, WL BE CONSTRUCTED
THO HOUR FIRE SATED

SOUTH WALLS ARL OHE HOLR
FIRE BATED COMSTRUCTION

EAST WAL OPEMGS
N1, BE PROTECTED
NOFTH, WEST AD




e 2 s| &
Sk “g i Fe §58
<¢ Si5 5 =% £i| =3 8,8
5 mmm y Mw 5 MWm. ne [ u
amu mm " WA MMM mm.uL.h H
Mﬂw e TEe ElE e e, ?
MM& i 5 =B =5 O= ¥ed3
= EEL ] e el ¥
Sk il
e
{mﬁ/ﬁlﬂl/”l{/:ll“/]ﬁf//f{ /
X s o SEmmaa \
T L e ><\smmumaxm /,//.,//.,/IUQH@IUWM» e
- IIJEW«WWM/HMW//” ) T T i
41 g HMWMII MIMT Eereiver ,HMI//IIWINWW/?HHWIMII Im_ DWMM( \MIOE /NI TR ST
] m B - VIHW/WWMWWWN/MIW:”/”/JU/
it 100ey T e T
pus TRASSIEssoo -
B s gy P
i T
T Tuas
2NN
. m// / / . )
£ / N N T
- ////// NN @
/ / ///
N
| //
EN
NN
| 7
) ,/M/
NN
: N
gl
H B Nl
- I
B i
1 V
- I
] b
H‘l ol




Ghulam Azad, A.LA.

ARCETTECTURE INTERIGR DISIEN
Loamd TIUS A ST, L 950 08 G731
Enct. qmoamoegecann o ok 25 1520

FROECT 40
vew Ve
o, ArvrED

' ' ' ||vvr\\|vy|\\vvw"n\H|Hv|r||v=vw\1|\v1“ ‘,‘J\‘HH
+H e P PR PP R (
N ¢
: 1 v il
R Q- L '/ s 7 > '/i i I.?'
1L s~~~
= 0000000 0 o //,
aD A, B o (
a8 Ej / // // 7 Iy § i
: 7 / / ; Y Ji
| I I / 0 DS i
: 00 / 7 i !
S g - i i
/ 0 /// H i
- i if
L/ v / /: ,/'I
Aot | =R I /,!
TR O N VO i i
Nk i i
= £
a it
L ;i
- — ix}vrm:» ‘r;w‘s";n;w:xw e / I'I
RS TR &7 B ! ,l |
! i
Pl
t
Tyl
g | DT Y
_ s EE e
I - i i S
B §l P [ e e
EARKING DATA KEYED NOTES &y D /,, 555 P oo/
0CCUP SPACE USE RATIO HO SR BARKING ) v weem PO v e ]:] CONE SDEWALK - ﬁ;" 5-[1 N ,l/L ey
£ g A S
250 MEN PRAVER 15 S0 (@) DUAL-SDED LGHT POLE HHE ensni raLwey tmac llf ;f / [,/{/} A~
_ 2 MULCH i
58 WOMEN PRAYER 1 5 12 @ SINGLE=SIBED LIGHT POLE Q) PHONE BO% /// :ll //; /,/
@ JELEPHONE FOLE ASPHALT  _ _ ___  PROPERTY UNE | I] l, [II/I/I | |
TOTAL REQUIRED SPACES = 62 () pantep wpnar 1y ¢ [N
HANDIGAPPED PARKING PPOVIDED = 5 IORLAL oo NEW FENGE il / / I/// I
TOTAL PARKING PROVIBED = 133 (HGLUDING HCF) &y rovn e I ar e N ‘,!y P (Il“I/! ; / |
= = 1 / 1
A I / ”/’ i AL~HILAAL ISLAMIC
Gy j i S
1 il /,I HASITD DR—US-SHANK
o P
i ,f / / ! ILFTESS, CAUFGRKIA
ht ‘ ll!/,'/ I seer Tz
/// /,‘,/ i SITE PLAN
NEW MASJID
DATE 918/ |SHET
08 10 w001
i A3 HO0TED A—l. 1
60 FUEE o 1ag




- | /
et B " . IS ST T 2 1 JI !
AEEER NN NEREN AR EENR
T T T T T T rrrrtd E @ <
——_——— / - s 5
J— | . =0 So
I I #belg_grondifiora Edword Gousher’ Tu ns i
e —— Juglans nigro T L io Tuscarry _Plotanus scenfoln Yorwsod wr BEt
p & Nenui jer Logerstroemiz T " T R
byrus & Aretosrol Pz ¢ Anstocrat Jugions mero (\/ jenm ol ernig Tuseorora E z P
/ - — & kz?
T LY SR - = = D 2
- = S A RROIT N Lo 32y
ARG PNy~ WL} W.&Ju&dtd&: Lt elrelichs cities AN — o5 8
7 S 3
4 Y So @
KL< 2%
[TTR) <5 %
3o 3
oo 3 ¢
o 2 g
Ficys ‘Missicn’ \ Pennsetum ¢ ‘Rubrom’ Z z 2: H
dumpsrus_chinenss_‘Gold Coast” istori s o< 2
Annpanthus arreanue >
Rous igncen Z,%',ﬁ““‘“"
Trsiano_confesta (T
o)
Z N
P
23
<
%) <Z{
Tnsionis_conferto i R P _— ~ L(I./J) i
- Escallonic_Tem Dwarl Frut_icees=7 Toicl ) 2
O\ Escolono Ter Zecallos e Duor Leman — Dwa Aol ) DA o _
\_Rhus ionceo = Dworf Oronge  Aond Woshmawonio_roSusta Acer_pamotum ! o <Ll
, 3 Dwort Tongelo  Frutt Cooktall Grofted =0
Agononthus_gir conus Trsteruo_conferta Trisignia_conferta Tristenic_conferto Aqapanthue_amecanus > =
Penrigetumn s "Rubrum’ Pyrus ¢ 'Anstocrat’ Penqisetum s Rubrym’ Penmsetum s 'Rubrum’ Moanofio_g_ 'St Mary' Moanolio_a. 'St. Mary” Lt oo
iy} iy = = W
. X% i = ]
Raphicienss Mgieste Becuty i]%,“ ‘ 2:7% | = _ 1R o
Juniperus_chinenas /,l"m “?;:‘i ) =EEe =g % Z
Yot & “Sore Sounuet F‘f L | 0 A | ) o L -k Pagla ! m,qg — ST 1 S_r 5=
P e ey Wﬁ_ = ’W’_WA_-'# R R Z B —
S R R R R T e e o R A A X M R v e Y R o A R O e Z it SO 3 T
N N AVAY Y N 35 A L= X 3T A b= H I .
L . \Pyrus ¢ "aristocrer” Eecallonia Frodesi’ . P H 2l 2
\\ Escolionio_*frodesi \ Eorallona “Framet Pytus ¢ Anstecrat’ | Mooneln & St Men’ s 4 Compece Mearcho g St Mary' Xylssme _congestur = 3 g
Hondno d Compocta” _Pyws ¢ ‘Aistoc-ar’ \_MNondino d_‘Gompocta’ - = Ploerws ocerifolio_Yapeoad’ 5 0 FRUN Py
‘ 7 [ Rl
=2 0f
GROUNDCOVER LEGEND PLANT MATERIAL LIST : i@l N
Rosa 'Foral Carpet’ picat from 1 gailon cans S > ;E|8"
ot 24" on center TREZS QUANT i hEIBHT [SPREAD | SI2E SHRURS QUANT. | HEIGHT [SPREAD | SIZE ] § K
Sozosio ‘Coppes King' from rooted cutting flaws ot Cworf Frat Trees—7 Total NCN 7 Vanes | Varies | 15gz Abelic grondlara "Edvard Gougher' | Glossy Abetin 22 T 4'-5" | Bgz ﬂi
147 on canter
on ficus “Celeste’ Celeste Fig S Agoponthus ofricanus Lily-oi—the—Nile 32 | 4 R "
Turf-type fine leaf Tall Fescue sod Ficus "Mission’ Mission Fig 1 2 | 25 | 13g Escallorva 'Fradesi’ NCN % |5 5 | 5g= }5 :E
Trachelospermum josminoidss 1o rocted eulting fots | ugians mgra Biock Welnut 2 | 3 | s0 |5ge Escallenio Terr aCH 5 | 34| 18 | 5g¢ Bl H
Lagersiroemo "fuscarorc’ | Grooe Myrtle 8 22 | 12 | 24%ax dunip=us chinenss Bold Comst” | Golden dumiper 5 | 4 2| s L =
Annucls—plant from 4% Uiner pots at 12" on center = o = -
Hognolio g St Mory’ Magnala 5 | 200 | 200 |24%0x | | Naadinc d. ‘Compacte’ Heovenly Bamboo 2 | & 3| s
’c'nb‘;jmi‘f{nW;:"f:ﬂf“ﬂi‘”d‘”z;;; o sond Ciea europa "Mission’ ission Ofve EREEES Nerium olecnder “Mrs Roeding’ | Oleander ERIG e | 5¢c -
Platenus gcenfoln Yarwood | Sycamore 8 E4 307 | 2%%bex Penniseturs 5. ‘Rurum’ Red Fountain Gross 8 |2 2 | g o
Pyrus ¢ ristocrat’ nstocrat Pear ERERES Rashuolepis “Majestic Seouty’ india Howtharn 6 | W0 8 | sp ’E
Jhus fancec Amcan fumac El 25 20" 15q¢ Viburnem t "Spring Sounuet” Laurestiius 3 3 5 3qc %
Tastona conferto Brishone Box 4 35 2 | 159 Kylosme congsstum Shiny Xylesma 5 & 5 1 5g 8
Vioshington robusta Mexican Fon Pam 5 80' 10" | 48%ox Rose Stendard Tres Rose 3 2 | Sge B
w
NOTE: |18 ]
TS AND SPREADS 4RE APCROXMATE AND NMAY VAR FROM THOSE GIVEN D =
A5 A RESULT OF ENVIPONVENTAL AND CARE CONDTIONS HEIGHTS AND SPREADS <
APE EXPECTED MEDAN WIASURES d':
=,
<=
CONCEPTUAL LANDSCAPE PLAN Oz
g2
SuvT A
Sui gL
n3s iz
3 %0x
<Lz} wit
22 2=
ng H
=gl <E H
o Eyi %
S
TS 0OE® E
=19 =52 £
SE
<= 53r &
SHEET
g
oS
§2
N
=2
Y
41 ~
Lo oF
) b




Ghulam Azad, ALA.

> e
o ln ARHITECTYRE INTERIOR DESIGN
&

14 TITS ATE. RARATOGA, L GO0 (08 301738
et et A 4ot 259 100

KEYED NOTES' et
© LML Lo o e g oo e
§gé$§crgp {0 VR i 1o BHNERS, WNDOW {TRES PRIOR T0 o i
Ui

@ FIRE EXINSUISHER CABINET, SEM! RECESSER
© MECHAMCAL DUCT SHAFT ONE HOUR FIRE RATED
@ STEEL BEAM, ONE MR FIRE RATED GYP 5D FINISH,

A _'® (® MECH SUPPLY DICT AT MED ROOF ELEVATION
(® VINDOW WITH SPANDRAL GLASS PANALS
1 @ 11/2°6 STEEL PPE HANDRAIL 42° AFF WM HORIZONTAL INTERMEDIATE RAILING
1 SO THAT THE CLEAR SPACE BETWEEN RALING IS 3 7/8° MAX, HARDRAIL 15 2-10"
1 AFF AT THE ACCESSBLE RAMP SIDES.
@ @) CLEAR CLASS IN METAL FRAME NON RATED QPERABLE WINDOYS
- @ 45 MINUTES FIRE RATED WNDOWS WITH METAL FRAME AND 1/5° WIRE MESH GLASS
3 @ COLD AND HOT WATER FAUCET 30 NCHES A°F
@ 8" REINFORCED CONCRETE SHEER WALL SEE STRUCT DWGS
10 —&
GENERAL NOTES
g ©
@ 1 AL DMENSIONS ARE THE FACE OF GYP BD FACE OF CONC OR CENTR LIE
OF STRUCT COLUMH UNLESS NGTED OTHERWDE
E 2 ALL WALLS RRE TYPE 1 DNLESS OTHER WISE MOTED, FOR WALL TYPES UL PESIGN
4 NUMBERS FOR  FLOOR/CEIING ANE ROOF/CEILING ASSEMBLIES, SEE SEET A34
o 3. ALL DOORS, WINDOWS ARE DMENSIONED TO THE CENTERUNE, FOR FURTHER
SEE DOOR SCHEDULE SHHET A2 & 45D
4 SEE WINDOW SCHIDULE SHEET AS 2, WINDOW TYPES ARE SHOWN AS 1)

S BULBIND FIRST FLLOR FLEVATION 15 0 -0 AND REFERENCED TO ELEVATION

6 EXTERICR WAL ARE CONSTRUCTED WTH §°-18 GAGE WETAL STLOS 18" CC

@ EAST WALL 1S THO HR FIRE RESISIVE AND ALL OTHER EXTERIOR WALLS
ARE ONE HOUR FIRE RESISTIVE ASSEMBLES

7 EAST EXTERIOR WAL IS CONSTRUCTEC WITH 2 TWO LAYERS OF 3/8" TYPE X
GYP BD CH INTERIOP SIDE OF MET STUD, ONE LAYER OF 5/8” TYPE X' G
BD_1/2" PLYWOCD SHEATHING GALV. MET. _ATH, 7/5" CEMENT PLASTER FROM
OUTSIDE OF MET MET STUDS, WITH 6 FIBERCLASS BATT INSULATION
@ & WINDOWS ON THE SOUTH, WEST AND NORTH SIDES ARE CASEMENT OPERASLE
WNDOWS. AND NON-PROTECTED
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CBC 1998, SECT. 10053 32, CORRDQR # 112 IS EXIT ENCLOSURE, 1S CF ONE HOUR
wr FIRE RESISTIVE CONSTRUCTION — DOORS OPENING INTO  THIS CORRIDOR
ARE_OF ONE HOUR -IRE RESISTIVE DODR/FRAME ASSEMBLIES
7 6 (0 PENETRATION INT!

R 0UGH AN EXIT ENCLOSURE ARE PROFIBITED EXCEPT
FOR_THOSE SERVING THE EXT ENCLOSURE SUCH AS DUCT WORK AND EQUIPMENT
NECESSARY FOR INDEPENDANT STAIRWAY PRESSURIZATION, SPRINKLER PIPING,
STAMDFIPES AND ELECTRICAL CONDUITS TERMINATING IN A LISTED BOX NOT
NOT EXCEEDING 16 SQUARE INCHES (N AREA
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b o 4

/T\\ FIRST FLOCR PLAN
NORTH \:/ SCALE 1/E = 1
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2° THICK BLACK PANTED—"" | ! i R ——
/5“ BATT INSTLATION VINYL CLAD VINDOWS, VERIFY TYPE 8" HIGH NUMBERS, 5" HIGH T O]
p . WITH CWHER PRICR TO FABRICATION LETTERS ON WHITE BAC<— ] = Dcscrene o0
L 3 Ao SEME! 7
I \<6 MIT STUDS 18 GA. 1 DOUBLE GLAZED CASEMENT VINDOW GROUND, FCR ADDRESS 16 GA SHT MET. COVER OVER KEY PLAN

N5/ G BD . \ a

\ e ! formml ;
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t & L 7 i

| - 87 THICK CONCRET BASE | U K

: ’ FINSHED P y o » ¢

K R ) SMOOTH FINSHED PAINTED |4 4 © 8" EACH WaY
1" CEMENT PLASTER ON WET LATH \\/

. - - VERIFY ROUGH GPENINIG WTHi WHDOW
OVER 1/2° GVP SHEATHIHG kAL FACTURER PRIR T WALL I5TAL1ATION

4"%4"X1/8" STEEL TUBE FRAME
PAINTED ENAMAL, WHITE COLOR

—1

s [ £'-4" WNDEW DIVS (NTSH

| 8" THICK CONCRET BASE
SMOOTH FINISHED PAINTED

COMPACTED EARTH AL—HILAAL ISLAMIC

CHARITABLE FOUNDATION
HASAD 2P US-SaLAAk

OUTSIDE o s
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ST mE
@ B" EACH WAY FIRST
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Géf MINUTES FIRE RATED FIXED WINDOWS WTH 1/4” WIRE MESH GLASS DOUBLE

A WIDOWS INTERGOR PA CLEAR X TR o W D

I
OR TO VERIFY WITH THE OWNERS, WINDOW TYPES PRIGR 10
J Eteieiion
@ FIRL EXTNGUISHER CABIEY SEW RECESSED
EYGEAINTE “@ ) MECHAKICAL DUCY SHAFT ONE HOUR FIRE RATED
e F I @ STEEL BEAM. ONE HR. FIRE RATED GYP BD FINISH,
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® MECH SUPPLY TUCT AT MED. ROOF ELEVATION
® WINDOW WITH SPANDRAL GLASS PANALS
@ 11/2° STEEL FIPE HANDRAIL 42 AFF. WTH HORIZONTAL NTERMEDIATE RAIING
A SO THAT THE CLEAR SPACE BETWEEN RAILING 1S 3 7/8" MAX, HANDRAL IS 2'-10"
AFF AT THE AC(ESSIBLE RAWP SIDE5
l @ CLEAR GLASS IN METAL FRAME NON RATED QPERIELE WNDOKS

FOOHEYE NIW

(@ 45 MINUTES FIRE RATED WINDOWS WITH METAL FRAUE AND 1/4° WIRE MESH CLASS
@ COLD AND HOT WATER FAUCET 30 NCHES AFF
@ B RENFORCED CONCRETE SHEER WALL SEE STRUCT DWES

1 CORRIDOR
15T FLCOR ] &)
RITCHER :
EXHAUST
23 B

r
1’ @ GENERAL NOTES

1 ALL DIMENSIONS ARE THE FACE OF GYP 8D FACE OF CONC OR CENTR LINE
OF STRUCT COLUMN UMLESS NOTED OTHERWOE

2 AL WALLS ARE TYPE 1 UNLESS OTHER WISE NOTEL, FOR WiLL 'NPES, UL DESGH
NUMBERS FOR FLODR/CEKUNG AND ROOF /CEILING ASSEMBLIES, SEE SHEET A

®
©

2=z

3 ALL DOCRS, WINDOWS ARE DMENSONED T¢ THE CENTERUNE FOR FLRTHER
INFCRMATION SEE DOCP SCHEDULE, SHHET A32 & 433

LVING. 4 SEE WINDOW SCHIDULE SHEET A5 2
FauLY S BUILDING FIRST SVATION 1§ 0'~0" /ATION
oo N UILDING FIRST FLLOR ELEVATION 1 00" AND REFERENCED TO ELEVS

A 6 EXTERIOR WALL ARE CONSTRUCTED WITH 6™-18 GAGE METAL STUDS 16” CC.
EAST WAL 1S TWO HR AIRE RESISIVE AND ALL QTHER EXTERIOR WALLS

g

P

ARE OME HOUR FIRE RESISTIVE ASSEMBLIES

IMAM'S 7 EAST EXTEROR WALL 1S GONSTRLCTEG W 2 THO LAYERS 07 3/ TYE
=~ RESIDENCE Y0 BD G INTEROR SIOE OF MET STUD, OHE LAYER OF 58" TYPE ¥ GYP
H ED_1/07 PLYWONS SHEATHING, GALV WET LATH, /87 CEMENT PLASTER FROM
OQUTSIDE OF MET MET STUDS, WITK 7 FBERGLASS BATT MISULATION.
£ WINDOWS ON THE SOUTH WEST AND NORTH SIDES ARE CASEMENT OPERABLE
WIDOWE AND NON-PROTECTED
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LEGEND

1 ONE HOUR FIRERATED PARTITIONS
FLOOR T0 UMDER SIDE OF METAL
OECKING, SEE PARTITION TYFE ONE
O SHIFT A-34
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ROOF PLAN KEY NOTES
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SHEET METAL SCUFPER AND DOMN SPOUT, PAINTED
CONCRETE SPLASH BLOCK, 137 WIDE % 24°LONG

ACCESS TO MINARET UPPER LEVEL IS BY A VERTICAL
LADDER 1N SIDE MINARET

CEMENT PLASTER DOME, PAWTED DARK GREEN.
CONTRACTOR TO VERIFY COLOR WITH OWNER

CALVANIZED JRON FIRE DOWISPOUTS FOR ROOF DRAN
AHD OVERFLOW DRAIN. CONCEALED N EXTERIOR ¥

STEEL LADDER 10 HIGH RODF SEF DETAIL xz,Axg

|
|
|
|
|

FLOOR PLAN
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METAL 2'-§" WIDE ARD 4 —0" LONG RODF HATCH

CIMENT PLASTER PARAPET WITH METAL GOPING PAINTED
S HIGH ABOVE ROGF PLANE AT THE HIGH PONT. T

STAIR g 2 ROOF. SAME MATERIAL AS THE MAN ROOF SLOPE
1A47/FT Wtiaum TOWARD (SOUTH) THE ROOF DRAIN I

ELEVATOR ROCF, SAME MATERIAL AS THE AN FODF SLOPE
1/4"/FF MMM TOWSRD (SOUTH) THE ROOF DRAIN

BEEOEEEE®

(P’@ MENS PRAVER WEIGH ROOF, FIRE RATED ASSEMBLIES:

1 ROOF-CELNG ASSENELES W QN HOUR RS RYTED ACGUSTIGAL CELING e e
¥ NG -1 (FOR OPEN ¥EB TRUSS) AND E-1{FOR Td JOIST), SIMILAR TO t DESIGH NO. 1202
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/g’\bn& HIGH —&) 2 OPEM VEB TRUSS
3 AXTURE PROTECTION
H’7\ mﬂ & 24~INCH X 45-INCH FECESSED LIGHT FIXTURE
jocieleio QAL N
§ 5% Nn AOUSTOAL PANELS 24 INEHES § 6. IGHES SUPPORIED BY

3 COLD-ROLLED CHANNELS
NOT T0 SCALE. AN EXPOSETY ARE—RATED TEWSIDN SUSPENGION SYSTEM

5 12 INCH AIR DIFFUSER

T R

OF SLOPE

L

AL—HILAAL ISLAMIC

ASSEMBLY E-1 ChATASLE FOUNEATON
MASID DAP_US-SAL

 DOUBLE 400 FLOOF. 9 MOHTATUE EXPRESSWAY
a2 ]
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i < B ¥
¢ & ) & 3 & ® \OT T SCALE S eiostn T i TERE O SUSPERSOH 515 TH NEW MASHD
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HORTH iy f.”r‘ﬂ‘mmmuu SCALE 1/18" = 10" ar B/ et
CuRg G WEHO EE2000
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/ 1\ EAST EXTERIOR ELEVATION

U SCALE 1/8"=1-0"

£ Gt RODE TOF UNTS ARE WITHIN
4 HIGH BARAPETS NOT WSBLE EROM
CLERESOTY #HBEM3  rGH FooF CRADE UNTS ARE AWAT FROM PARAPET 20' MIN

ot |

= = TN ;
k! 2o e \’j \ 4 HIGH PARAPET - &

AGOUSTICAL CEILING E

4 i PAR

|

[

\

)} |
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